A Voluntary respiratory protection program for employees who choose to wear respirators
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Scope and application

This program applies to [name of your company] employees who choose to wear respirators supplied by the company or provided by employees. Voluntary use of respirators must not create a hazard for employees. The Knowledgeable Person will authorize voluntary use of respirators on a case-by-case basis, depending on workplace conditions and medical evaluation results.

Any employee who voluntarily wears a respirator other than a dust mask is subject to the medical evaluation, cleaning, maintenance, and storage elements of this program. Voluntary respiratory users are provided with the information contained in 437-004-1041 Appendix D, Information for Employees Using Respirators When Not Required Under the Standard.
Knowledgeable Person responsibilities

The respirator Knowledgeable Person is responsible for overseeing the voluntary use of respiratory protection. The Knowledgeable Person is [name of the Knowledgeable Person].

The Knowledgeable Person has the following duties:

· Evaluate the workplace for respiratory hazards.

· Ensure that respirators for voluntary use are appropriate for the employee’s job and respirator intended use and contaminant.

· Coordinate the medical surveillance program to ensure employees are medically able to use a respirator.

· Train employees on the proper maintenance and storage of respirators.

· Maintain the physician or other licensed health care professional (PLHCP) release to wear a respirator. 

· Maintain employee acknowledgement of receiving Appendix D, Information for Employees Using Respirators When Not Required Under the Standard.
Medical evaluation

Employees who voluntarily choose to wear respirators must be physically able to perform work while wearing a respirator. Employees are not permitted to wear respirators until a PLHCP has determined that they are medically able to do so. Dust masks do not require a medical evaluation for voluntary use.

A PLHCP at [address of the PLHCP] will conduct medical evaluations.

· The medical evaluation will be conducted with the questionnaire in Appendix C, 437-004-1041. The Knowledgeable Person will provide a copy of this questionnaire to each employee who requires a medical evaluation.

· The company will attempt to assist employees who are unable to read the questionnaire. When this is not possible, an employee will be sent directly to the PLHCP  for medical evaluation.

· All affected employees will be given a copy of the medical questionnaire to complete and return to the PLHCP with a stamped, pre-addressed envelope. Employees will be permitted to fill out the questionnaire on company time.

· Follow-up medical exams will be granted to employees as required by 437-004-1041 or [name of the PLHCP].

· All employees will have the opportunity to speak to the PLHCP about their medical evaluation.

· The Knowledgeable Person will provide [name of the PLHCP] with the following information: 

· A copy of this respiratory protection program and a copy of 437-004-1041.

· Each employee’s name, work area, or job title.

· The employee’s proposed respirator type and weight.

· The length of time the employee wears the respirator.

· The employee’s expected physical work load (light, moderate, or heavy), environmental potential temperature and humidity extremes, and a description of protective clothing the employee must wear

Additional medical evaluations will be provided under the following circumstances:
· The employee reports signs and/or symptoms related to his or her ability to use a respirator, such as shortness of breath, dizziness, chest pains, or wheezing.

· The supervisor informs the Knowledgeable Person that the employee needs to be re-evaluated.

· A change occurs in workplace conditions that may result in an increased physiological burden on the employee.

Information from medical evaluations and questionnaires is confidential and can be shared only between the employee and the PLHCP.

Cleaning, maintenance, and storage

Cleaning

Respirators must be regularly cleaned and disinfected at the respirator cleaning station [identify location]. Respirators must be cleaned as often as necessary to keep them sanitary.

 The following procedure must be used for cleaning and disinfecting respirators:

1. Disassemble respirator. Remove filters, canisters, or cartridges.

2. Wash the facepiece and parts in warm water with mild detergent. Do not use organic solvents.

3. Rinse completely in clean warm water.

4. Wipe the respirator with disinfectant wipes.

5. Air-dry the respirator in a clean area.

6. Reassemble the respirator, inspect it, and replace defective parts.

7. Put the respirator in a clean, dry, plastic bag or other airtight container.

The Knowledgeable Person will ensure an adequate supply of appropriate cleaning and disinfectant materials at the cleaning station. Employees should contact their supervisor or the Knowledgeable Person when supplies are low.

Maintenance

Respirators must be properly maintained to ensure that they work properly. Maintenance involves a thorough visual inspection for cleanliness and defects. Replace defective, worn, or deteriorated respirator components using manufacturer parts.

Indicators that air-purifying particulate respirator filters, cartridge, or filtering facepiece needs to be replaced are an increase in breathing resistance; a contaminated cartridge surface; or a damaged filter.

Note to users of this program: Replacement indicators for air-purifying respirators for protection against gases and vapor are more complex because odor and irritation are not considered adequate warning properties. End-of-service-life indicators (ESLI) are available only for a limited number of chemicals. Change-out schedules must be developed to ensure that canisters and cartridges are replaced before chemical breakthrough occurs.

Air-supply respirator breathing-air quality

Note to user of this program: If your employees voluntarily use supplied-air respirators, you must ensure that compressed air for air-supplying respirators meets at least the requirements for Grade D breathing air. This must be addressed in your written program.

Use the following checklist to ensure proper respirator function: 

	Respirator inspection checklist

	Facepiece
	 FORMCHECKBOX 
 No cracks, tears, or holes 

 FORMCHECKBOX 
 No facemask distortion 

 FORMCHECKBOX 
 No cracked or loose lenses or face shield

	Head straps
	 FORMCHECKBOX 
 No breaks or tears 

 FORMCHECKBOX 
 No broken buckles

	Valves
	 FORMCHECKBOX 
 No residue or dirt, cracks, or tears in valve material

	Filters and cartridges
	 FORMCHECKBOX 
 NIOSH approved 

 FORMCHECKBOX 
 Gaskets seat properly

 FORMCHECKBOX 
 No cracks or dents in housing 

 FORMCHECKBOX 
 Proper cartridge for hazards

	Air-supply systems
	 FORMCHECKBOX 
 Breathing-quality air in use (Grade D); meets requirement of ORS 437-004-1041

 FORMCHECKBOX 
 Supply hoses are in good condition

 FORMCHECKBOX 
 Hoses are properly connected

 FORMCHECKBOX 
 Settings on regulators and valves are correct


Respirator storage

Respirators must be stored in a clean, dry area in accordance with the manufacturer’s recommendations. Employees must clean and inspect their air-purifying respirators in accordance with the provisions of this program and store them in plastic bags in a clean area. Position respirators so that the facepiece and exhalation valves do not become distorted. Each employee must have his or her name on the bag and use it only to store the respirator.

The Knowledgeable Person will store unused respirators and respirator components in their original manufacturer’s packaging in [identify storage location].

Program review

The program administer will evaluate the voluntary-respirator program annually to ensure that it’s adequate and that employee concerns regarding respiratory protection are addressed.

Review date:      
Knowledgeable Person signature: 


Appendix D to §437-004-1041 – Information for employees using respirators when not required under the standard (mandatory)

Respirators are an effective method of protection against designated hazards when properly selected and worn. Respirator use is encouraged, even when exposures are below the exposure limit, to provide an additional level of comfort and protection for workers. However, if a respirator is used improperly or not kept clean, the respirator itself can become a hazard to the worker. Sometimes, workers may wear respirators to avoid exposures to hazards, even if the amount of hazardous substance does not exceed the limits set by OSHA standards. If your employer provides respirators for your voluntary use, of if you provide your own respirator, you need to take certain precautions to be sure that the respirator itself does not present a hazard.

You should do the following:

1. Read and heed all instructions provided by the manufacturer on use, maintenance, cleaning and care, and warnings regarding the respirators limitations.

2. Choose respirators certified for use to protect against the contaminant of concern. NIOSH, the National Institute for Occupational Safety and Health of the U.S. Department of Health and Human Services, certifies respirators. A label or statement of certification should appear on the respirator or respirator packaging. It will tell you what the respirator is designed for and how much it will protect you.

3. Do not wear your respirator into atmospheres containing contaminants for which your respirator is not designed to protect against. For example, a respirator designed to filter dust particles will not protect you against gases, vapors, or very small solid particles of fumes or smoke.

4. Keep track of your respirator so that you do not mistakenly use someone else’s respirator.

Fill-in forms

Form 1: Respirators for voluntary use — determined through 
hazard assessments

Note: the first row below is an example.

	Respirators for voluntary use at [name of your company]

	Respirator
	Area affected
	Employees affected
	Hazard

	Filtering facepiece-N95
	Hay press
	J. Morrison

J. Jett
	Hay press is dusty. Ventilation is blown in to the barn. Employee exposures are less that 3 mg/m3 (8-hour time-weighted average (TWA). OR-OSHA PEL, 10 mg/m3. Respirators are not required, but dust masks are available for employee use.

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     

	     
	     
	     
	     


Form 2: Medical release 

Information provided to the physician

Employee name:      
Date:      
Job:      
Work location:      
Type and weight of respirator:      
To be used under the following conditions:

· Duration and frequency of use:      
· Expected physical effort:      
· Additional protective clothing and equipment:      
· Environmental temperature and humidity extremes:      
Estimated frequency of cartridge/filter replacement:      
Medical evaluation: physician release

Is employee medically able to use the respirator?  FORMCHECKBOX 
 Yes  FORMCHECKBOX 
 No

Identify any limitations on respirator use:      
If a follow-up medical evaluation is required, date:      
Employee has been given a copy of this recommendation.  FORMCHECKBOX 
Yes  FORMCHECKBOX 
 No

Signature of physician or
other licensed health-care provider: 


Date: 


Form 3: Medical evaluation questionnaire from 437-004-1041, Appendix C
Note: the first row below is an example.

	Employees who work in the following areas must use respirators during emergencies.

	Area
	Emergency
	Location of escape respirator

	Pesticide storage area
	Leak or spill
	The escape respirator is located on the top shelf, in the cupboard.  
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